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Fire-proof labels for temperatures up to 1'400°C 

Market Manufacturers of  
• Ceramic sanitary ware 
• Technical ceramic products 
• Catalysts 
• Electronic parts  

 
Application Identification of products in high temperature manufacturing  
 processes  
 
STRICO-offers Bar code labels for the identification of green ceramic  

 products from the mould through all manufacturing steps 
including firing at temperatures of up to1'500 °C. 

 
 
Sanitary ware bar codes preprinted   
 
 Material Black ceramic ink 
 Label size 52 x 20 mm 
 Coating Yellow lacquer 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200  
 Application Manually (wet slide label)  
  on non-glazed areas 
 Firing temperature Approx. 1'250 °C 
 Finishing Strips of 10 bar codes, packed in 

boxes 
 
 
 
Sanitary ware bar codes   
 
 Material black ceramic ink 
 Label size 50 x 25 mm (other formats on  
  request) 
 Marking method Thermal transfer printing 
 Coating Yellow lacquer 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200  
 Application Manually (wet slide label) 
  on non-glazed areas 
 Firing temperature Approx. 1'250 °C 
 Finishing Rolls of 2'000 labels, perforation after 
  every label, black marks on backside 
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Ceramic bar codes   
 
 Material 100% ceramic material 
 Label size To your specifications 
 Printing Thermal transfer printing 
 Colors Black image on white background 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application Manually or automated (self 

adhesive) on non-glazed areas 
 Firing temperature From 400°C ... 1'400°C 
 Finishing On rolls of 1'000 labels 
 
 
 
Complementary Products 

 
Ceramic labels  
 
 Material Technical ceramic Al2O3 
 Label size To your specifications 
 Thickness From 1,02 mm up 
 Marking method Laser engraving with special ink 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application In frame, self-adhesive 
 Temperature range Up to 1'500°C 
 Finishing single labels 
 
  
 
 
Steel labels with ceramic coating 
 
 Material Stainless steel with ceramic coating 
 Label size To your specifications 
 Marking method Thermally fixed 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application Welding, screws, rivets, slide-in 
 Temperature range 400°C ... 1'000°C 
 Finishing Single labels 
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Steel labels  
 
 Material Stainless steel 
 Label size To your specifications 
 Marking method Laser engraving with special ink 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application Welding, screws, rivets, slide-in 
 Temperature range Up to 1'000°C 
 Finishing Single labels 
 
 
 
 
Aluminum bar code plates  
 
 Material Aluminum, black anodized 
 Marking method Laser engraving 
 Colors Aluminum on black background 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application Welding, screws, rivets, slide-in 
 Temperature range up to 400°C  
 Finishing Single labels 
 
 
Bar code labels laser engraved  
 
 Material 2-layer acrylic film 
 Marking method Laser engraving 
 Colors Black on white / white on black 
 Bar codes 2/5 interleaved/Code128/Code39 
  Datamatrix ECC-200 
 Application Self adhesive labels,  
 Finishing On rolls of 1'000 labels 
 
 
 


